DPT - Stand Alone System

SAN Unit

— IIF Cable

|
RS232 to RS485
Converter
(FEC #FEB-1266)

32 ®
—--—--—--—--—--—
Power (SAN4A model only) Power Control power
Single phase 3 phase DC24v
AC100—220V AC200—220V
FEC Model # DDK Model #
No. Desctiption (length in feet) (length in meters)

5ft increments

5m increments

I Preamp Cable FEB-1173-(}) C15-P1-M(*)
Rectangular C15-L1-M(*)
Circular-Motor (0.2t~7t) | FEB-1613  (2M)
2 Proximity Cable | Circular-Field (0.2t~7t) FEB-1612-(Note) C15-L2-M(*)
Circular-Motor (10t~20t) | FEB-1613A (2M)
Circular-Field (10t~20t) | FEB-1612A-(Note)
Rectangular C15-B1-M(*
3 | Brake Cable Circula? FEB-1314-(*) C15-BZ-ME*;

Motor/Resolver Cable

C15-F1-M5 & M10

FEB-1251-(*
(RM1,RM2,RM3) () CT5-F2-M() SMi0
Motor/Resolver Cable (RM4) FEB-1605-(*) C15-F3-M(*)
Resolver Cable (RM5) FEB-1603-(*) C15-R1-M(*)
Motor Cable (RM5) FEB-1604-(*) C15-M1-M(*)
SAN3/4-24S,40S
SAN4A 245,40 FEB-1260 (10ft.) | C15-D1-M2
SAN3/4-120S (RM4)
Power Cable SAN4A-120S (RM4) FEB-1607A (10ft.) 15D
SAN3/4-120S (RM5) FEB-1607 (10ft)
SAN4A-120S (RM5) ]
6 | SAN4AContol | o) \4a245,405,120S | FEB-1627 (10ft) | C15-D4-M2-UC
Power Cable
Rectangular C15-J1
7 I/0 Joint Cable | Circular (10t~20t) FEB-1608 C15-J2-G01
Circular (0.2t~7t) FEB-1608-G02 C15-J2-G02

SAN Unit I/O Cable

FEB-1272 (10ft.)

Note: Ordered in 2, 4 and 6 meter combinations to achieve the required length.
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