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DPS – Stand Alone System 

 

 

No. Description 
FEC Model # 

(length in feet) 
5ft increments 

DDK  Model # 
(length in meters) 

5m increments 

1 Preamp Cable  FEB-1173-(*) C15-P1-M(*) 

2 Proximity / Brake Y-Cable FEB-1624-(*) C15-L3-M(*) 

3 Brake Cable FEB-1625     (2M) C15-B3-M(*) 

4 

Motor/Resolver Cable 
(RM1,RM2,RM3)  

FEB-1251-(*) 
C15-F1-M5 & M10 

C15-F2-M(*) >M10 

Motor/Resolver Cable (RM4)  FEB-1605-(*) C15-F3-M(*) 

Resolver Cable (RM5)  FEB-1603-(*)  C15-R1-M(*) 

Motor Cable (RM5)  FEB-1604-(*)  C15-M1-M(*) 

5 Power Cable 

SAN3/4-24S,40S 
FEB-1260   (10ft.) C15-D1-M2 

SAN4A-24S,40S 

SAN3/4-120S  (RM4) 
FEB-1607A (10ft.) 

C15-D2-M2 
SAN4A-120S  (RM4) 

SAN3/4-120S  (RM5) 
FEB-1607   (10ft.) 

SAN4A-120S  (RM5) 

6 
SAN4A Control 
Power Cable 

SAN4A-24S,40S,120S FEB-1627   (10ft.) C15-D4-M2-UC 

7 I/O Joint Cable FEB-1608 C15-J2-G01 

8 Proximity/Brake Ext. Cable (If Req’d.) FEB-1626-(*) 
 

9 SAN Unit I/O Cable FEB-1272   (10ft.) 
 

 

 

 

 

 

 

 


