CC—LINK FIELDBUS MODULE (MFC—CC) LED STATUS
LED[COLOR| STATE DETAILS
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AFC3000 SYSTEM CONNECTION REFERENCE

(FOR CONNECTION REFERENCE ONLY)
(CC—LINK FIELDBUS SHOWN)
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(MASTER UNIT)

™~

RS4B5 COMM.
CABLE (FEB—1635)

MFC—S060S
(SLAVE UNIT)
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CHART A" CHART "B
MOTOR POWER (AC200—230VAC) CABLES TOOL CABLE & OPTIONAL EXTENSION CABLE
CABLE_NAME CABLE NUMBER CABLE_NAME CABLE NUNBER
MOTOR POWER CABLE — MFC—S245 / S60S |FEB—1260 TOOL CABLE FEB-1630-M*
RM4 MOTOR POWER CABLE — MFC—S120S__|FEB—1607A EXTENSION CABLE FEB—1630E—M*
RM5 MOTOR POWER CABLE — MFC—S120S__|FEB—1607 HIGH FLEX EXTENSION CABLE FEB—1630E—**—HF

STANDARD LENGTH = 10FT

* — STANDARD LENGTH
**— STANDARD LENGTH

5,7.5,10,12.5,15,20,25,30 METER
= 2,3,5,6,7,7.5,10 15,20,25,30 METER
TOTAL MAXIMUM LENGTH = 30 METER

TOOL CABLE
~  (FEB=1630-M*)
1

[TR—

TO 24VDC
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MOTOR POWER
CABLE (FEB—1260)

(SEE CHART "A")

{_"*"=CABLE LENGTH
iN METERS

(SEE CHART "B")
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MOTOR POWER
3_PHASE
200-230VAC +10%

24VDC TO EXTERNAL E—STOP INTERFACE
EMERGENCY STOP SIGNAL CONNECTOR
CONNECTOR PROVIDED ONLY
(WMRED BY CUSTOMER)

CONNECTOR LOCATED ON BOTTOM
(MASTER CONTROL UNIT ONLY)

24V POWER CONNECTOR
REF. CABLE (FEB-1632)

CONNECTOR PROVIDED ONLY
(WMRED BY CUSTOMERY)

SPINDLE TOOL

MFC—S120 CABLE CONNECTION REFERENCE

BB

I
MOTOR POWER
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~ (FEB=1630-M*)
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(SEE CHART "A”)
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MOTOR POWER
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1500 TO 3000 SERIES
RESOLVER/TRANSDUCER
CABLE ADAPTER
(FEB—1648)

TRANSDUCER CABLE
(FEB—1173—%)
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MOTOR/RESOLVER TOOL CABLES

I
" MOTOR/RESOLVER CABLE
FEB—1605—*)
(SEE CHART "C")

CABLE NAME CABLE NUMBER
RM4 MOTOR/RESOLVER CABLE FEB—1605—*
RMS MOTOR CABLE FEB—1604—*
RMS RESOLVER CABLE FEB—1603—*

"*" IN CABLE NUMBER REPRESENTS CABLE LENGTH

STANDARD LENGTH = 15FT—S0FT
MAXIMUM LENGTH = 100FT

_"*"=CABLE LENGTH
IN METERS
(SEE CHART "B")
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